
LED STREET LAMPS
LL180-100-E40
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Patent and new design 180° 100W

100-277AC
50-60Hz

PF
≥ 0.9 3  years 

warranty 
IESCRI

≥ 80

Enclosed

OK

Long Life

10
years

OK

LM 80
180°

D im e n s io n

LED
SMD3030

www.ledochled.se



Driver 
components

LED
1W 3030

REPLACE

Flame retardant materialSMD 3030 350 degree twistable 180 degree beam angle
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Clear cover: 120lm/w

1.

Far superior to passive cooling systems, our lamps feature an
internal fan, the very same fan used by major manufacturers for
thermal management in server facilities! This fan keeps the
lamps cool and allows for lamp placement within enclosed
fixtures.

1W 3030 SMD LED. 30mA each. Only 26mA goes through each
LED so that LED lite time is maintained.

High quality driver components: Rubycon capacitor
(Japan); FIRST MOS (USA); MPS IC Chip (USA); Galaxy
Diodes

Temperature controller inside, when it reach to 90° C, the power
will be down to half 50W gradually. When at 60° C the power will
recover to full 100W.

70,000 hour rated life Reduces product weight 2 ball bearings
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Shoe box Street Light

Shoe box

Cobra Head



Risk of electric shock. Do not use where directly exposed to water. 
Do not use with dimmers, timmers,or other control devices. 
Suitable for use in totally enclosed fixtures. 
Don't take apart the lamps without our permit. 
Please read carefully manual before installation. 
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 Shown as Figure 1
Remove old ballast or disconnect from existing 
lamp holder. Remove and dispose of ballast in 
correct manner.

Step:1

Shown as Figure 2
Reconnect directly to the existing lamp holder. 

Step:2

Shown as Figure 3 
Install new LED replacement lamp. Please make 
sure the old fitting is correctly earth. 

Step:3

Pack Quantity:

Lamp Box Carton

Wattage Inner  box  size N.W  per  lamp G .W  per  box
Ibs=KG/2.2

G.W  per  Carton
Ibs=KG/2.2 Carton  Size Quantity  Per

Carton

12PCS

04

LED Light Scandinavia AB

Tel: +46-(0)73-679 35 50                 E-mail: info@ledochled.se                 Webb: www.ledochled.se

100W  126x126x293mm  1.3kg 16.2kg  540x410x330mm  1.1kg


