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Product Details

Features

Application

Temperature
:   -  ~ + °

:       -  ~ + °
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Product Details
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Dimension

length A

Length(mm)

B

Width(mm)

C

Height(mm)

A

C

B

1200 1260

1500 1560

120 85

120 85
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 LEDsSize Beam
Angle AC Input EfficiencyCRI DC Output (±5%) Lumen OutputPower SDCM

Different wattage can be customized

50W

60W

40W

50W

120

120

120

120

>80

>80

>80

>80

200~240V/100~277V

200~240V/100~277V

200~240V/100~277V

200~240V/100~277V

30~40V

30~40V

30~40V

30~40V

<4

4<4<

<4

120~140lm/w

<4

Premium Lumen Version>>>>>120~130lm/w with frosted cover, 130~140lm/w with striped cover

4800~5600lm

6000~7000lm

7200~8400lm

6000~7000lm

1260*120*85mm

1260*120*85mm

1560*120*85mm

1560*120*85mm

325

390

260

325 120~140lm/w

120~140lm/w

120~140lm/w



      05

Instruction of wiring

Emergency

MSDS Test Report is avaliable

YL/GN

BK

BU

BN

4X0.75mm2

s
E

L
N

1  Inside circuit with emergency device was already connected
2  4 wire output. 

    Eu Market: Blue-Neutral wire / Black-Live wire / Brown-Switch wire / Yellow&Green-Earth wire
    US Market: Black-Neutral wire / White-Live wire / Red-Switch wire / Green-Earth wire
3  Indicator color (Green – main power, Yellow – malfunction, Red - Charging)
4  Battery can be recharged at least 500 times. In order to maintain the battery well it must be 
    discharged every 3 months.

Emergency Time(hours) Emergency Power(W) Battery Parameters

3

3

3

3

4

8

8

7.2V 4400mah

7.2V 4400mah

7.2V 4400mah

7.2V 2200mah

8
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Hytronik Microwave Sensor
100% on/off version

120-277VAC
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120-277VAC

  

Hytronik Microwave Sensor
2-stage dimming version
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Available quantity 
in series connection

Size Power voltage      Max Q'TY voltage

50W

50W

60W

40W 110V

110V

110V

110V

13pcs

10pcs

10pcs

9pcs

27pcs

21pcs

21pcs

18pcs

220V

220V

220V

220V

)elbac  elop 3-tekram SU(          )elbac  elop 3-tekram UE(

kcalB                                      nworB       :L
etihW                                          eulB       :N

E:    Yellow-Green                                      Green 

VDE/UL Standard AWG 18 
3X0.75mm2

L      
N     

E  

Wiring Diagram

     Max Q'TY 

1260*120*85mm

1260*120*85mm

1560*120*85mm

1560*120*85mm



www.shinelongled.com      www.shinelongled.com      
      

www.shinelongled.com      www.shinelongled.com      

Installation  
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Ceiling Mounted Installation

* Ceiling Mounted accessories are ShineLong
   Configutation.

* Suspended accessories need to be paid 
  additionally.

 InstallationHanging

3



Package
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